20040226.ba v03_n610.bam. 20040226 


>From ???@??? Thu Feb 26 18:09:08 2004 -0600 

Message-Id: <200402270008.i1RO8£kr007057@sco.theporch. com> 
Date: Thu, 26 Feb 2004 18:08:06 CST 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3610 


BOATANCHORS Digest 3610 
Topics covered in this issue include: 


1) Re: eBay References 

by "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
2) Does anyone have RTTY with "Greenkeys" 

by John Dilks - K2TQN <oldradio@worldnet.att.net> 
3) Re: 6X5 rectifiers 

by Al Klase <skywaves@webex.net> 
4) Re: 6X5 rectifiers 

by JOHN M IVERSON <jackiv@juno.com> 
5) Regrinding crystals 

by "N6éWIG" <mikhael@brown.org> 
6) Peterson Crystal 

by Bob Kemp <bkemp@bobkemp.com> 
7) Re: 6X5 rectifiers 

by "John K9IUWA" <k9uwa@arrl.net> 
8) Re: 6X5 rectifiers 

by Bob Roehrig <broehrig@aurora.edu> 
9) Re: Regrinding crystals 

by W7QHO@aol.com 
10) Regrinding Xtals 

by "B. Smith" <smithab11@comcast.net> 
11) Re: Peterson Crystal 

by "Arden Allen" <gumbear@pacbell.net> 
12) Re: 6X5 rectifiers 

by "Arden Allen" <gumbear@pacbell.net> 
13) Re: 6X5 rectifiers 

by wb3fau@att.net 
14) Re: Peterson Crystal 

by Garey Barrell <k4oah@mindspring.com> 
15) Re: Peterson Crystal 

by Garey Barrell <k4oah@mindspring.com> 
16) Re: Regrinding Xtals 

by W7QHO@aol.com 
17) Re: 6X5 rectifiers 

by "John K9IUWA" <k9uwa@arrl.net> 
18) Re: 6X5 rectifiers 


by john <johnmb@nc.rr.com> 
19) 6KD6 Tubes wanted 

by "Bob Kemp" <bkemp@bobkemp.com> 
20) Re: 6X5 rectifiers 

by JOHN M IVERSON <jackiv@juno.com> 
21) Re: 6X5 rectifiers 

by JOHN M IVERSON <jackiv@juno.com> 


Message-Id: <5.1.0.14.0.20040225173218 .02629268@vuse. vanderbilt .edu> 
Date: Wed, 25 Feb 2004 17:37:11 -0600 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "A. B. Bonds" <ab@vuse.vanderbilt.edu> 

Subject: Re: eBay References 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Regarding eBay, I would briefly mention the dialog that is currently taking 
place on the high end receivers list. The bottom line is that several 
people have been involved in activity either beginning as eBay auctions or 
as a result of same (e.g., bidders being offered a similar unit at an 
attractive price) that has subsequently proven fraudulent. While these 
scams seem to be originating in Europe somewhere, these days it is 
impossible to determine the origin of e-mail. 


Bottom line: On pricey transactions, use an escrow service. If escrow is 
refused, do not complete the transaction and report the seller to eBay. 


A. B. Bonds 


Message-Id: <6.0.1.1.0.20040226060834.05dc2bf0@postoffice.worldnet.att.net> 
Date: Thu, 26 Feb 2004 06:13:51 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: John Dilks - K2TQN <oldradio@worldnet.att.net> 

Subject: Does anyone have RTTY with "Greenkeys" 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Hi Gang, 

I'm looking to find someone who is active on RTTY using real TTY machines 
(Greenkeys). I'm looking to get a good photograph or two of the station 
for an upcoming article in my QST column. I'm also interested to learn 


more about your station accessories. Are you using vintage demods, etc.? 


Please let me know off-list if you have RTTY or know of someone who does. 


Thanks & 73, 
John Dilks, K2TQN 
k2tqn@arrl.net 


Message-ID: <403E0904.9050006@webex.net> 

Date: Thu, 26 Feb 2004 09:56:04 -0500 

From: Al Klase <skywaves@webex.net> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: 6X5 rectifiers 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Hi Russ, 


According to Sibley's "Tube Lore" the 6X5 dates to 1936. 
The 6V6 was introduced in early 1938. Also the 6A8's were 
largely displaced by 6K8's starting in '38. 


Sounds like late '30's to me. I might come closer with a 
model number. 


13% 
Al 


wb3fau@att.net wrote: 

> Guys- I am trying to date a radio I am working on. What seems like mid 
to late 30's 

> Zenith radio- has got me wondering- it uses 2 6X5 rectifiers. It has 
6A8 in the front end. P-P 6V6s in output. Are we talking more like early 
40s? thanks for your help. Russ. 


Al Klase - N3FRQ 

skywaves@webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Thu, 26 Feb 2004 09:34:10 -0600 

Subject: Re: 6X5 rectifiers 

Message-ID: <20040226.093733.2072.2.jackiv@juno.com> 


MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: JOHN M IVERSON <jackiv@juno.com> 


HI GUYS, this is one of theZenith "high tube radios built in the early 
40s. 

basically a 5 tube circuit thing with embellishments, some had record 
player/changers. 

the serial number on the chassis or the model no on the cabinet will date 
the set. 

model no is on the back of the cabinet top, serial number on the bottom 
of the chassis back. 

tube lineup was? 6A8G, 6K7G, 6H6G, 635G, 6J5G, 2-6V6G, AND 2-6X5GT 
rectifiers. 

the model no may be preceeded by 9-???? if it had an rf stage it would 
be another 6K7G, 

the model no then would start with 10- 

jack 

On Thu, 26 Feb 2004 09:56:04 -0500 Al Klase <skywaves@webex.net> writes: 
> Hi Russ, 


According to Sibley's "Tube Lore" the 6X5 dates to 1936. 
The 6V6 was introduced in early 1938. Also the 6A8's were 
largely displaced by 6K8's starting in '38. 


Sounds like late '30's to me. I might come closer with a 
model number. 


73, 
Al 


wb3fau@att.net wrote: 

> Guys- I am trying to date a radio I am working on. What 
seems like mid to late 30's 

> Zenith radio- has got me wondering- it uses 2 6X5 
rectifiers. It has a 6A8 in the front end. P-P 6V6s_ in output. 
Are we talking more like early 40s? thanks for your help. 
Russ. 


Al Klase - N3FRQ 

skywaves@webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


VV VVVV VV VV VV VV VV VV VV VV VV VV WV 


Content-Type: text/plain; charset=iso-8859-1 

Content-Disposition: inline 

Content-Transfer-Encoding: 7bit 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "N6WIG" <mikhael@brown.org> 

Subject: Regrinding crystals 

Date: Thu, 26 Feb 2004 07:49:22 -0800 (PST) 

Message-Id: <20040226074923 .15391.h003.c000.wm@mail.brown.org.criticalpath.net> 


I seem to remember a while back that there was someone who 
would grind crystals to a higher frequency. Does anyone 
know who is currently doing that? I have a bunch of FT-171 
holder crystals in the 2 to 3 MHz range I would like to move 
into the 80 meter band. I would like to have them 
professionally done. 


Thanks and 73's 
Mike 


Message-ID: <403E461A.8040002@bobkemp. com> 

Date: Thu, 26 Feb 2004 13:16:42 -0600 

From: Bob Kemp <bkemp@bobkemp.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Peterson Crystal 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Thanks to those that responded re: Petersen Crystal in Iowa. 
Ordered a crystal last Friday...received it today! 

Good, fast service. 

Bob Kemp 


From: "John K9UWA" <k9uwa@arrl.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Thu, 26 Feb 2004 11:07:54 -0500 
MIME-Version: 1.0 

Subject: Re: 6X5 rectifiers 

Message-ID: <403DD38A. 2807 .12262A8@localhost> 
Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 


Content-description: Mail message body 


Can't stand this bit on the 6X5 rectifier toobs .. the best thing they could 
have done with any 6X5 is to never make the tube to start with!... 

Default when they quit?... Shorted plate to Cathode.... completely frys 

the power transformer in about 15 seconds... 


Zenith... saved a lot of money by using them .... no 5 volt winding... 
must have saved them at least 25 cents per transformer... 


So .... now what do we do with them?... Set them up on the shelf and 

keep them out of the radios... this is one place to use diodes.... yup those 
nasty solid state devices.... a pair of 1N4007's stuffed into an old tube 
base .... and your Zenith too will live happily everafter... 


John k9uwa /w4 snowbirxd 


HI GUYS, this is one of theZenith "high tube radios built in the early 
40s. model no is on the back of the cabinet top, serial number on the bottom 
of the chassis back. 

tube lineup was? 6A8G, 6K7G, 6H6G, 635G, 635G, 2-6V6G, AND 2-6X5GT 
rectifiers. 

the model no may be preceeded by 9-???? if it had an rf stage it would 
be another 6K7G, 

the model no then would start with 10- 

> jack 

John Goller, K9UWA & Jean Goller, N9OPXF 

Antique Radio Restorations 

k9uwa@arrl.net 

Visit our Web Site at: 

http://www. JohnJeanAntiqueRadio.com 

4836 Ranch Road 

Leo, IN 46765 

USA 

1-260-637-6426 


VV VV VV VV 


Date: Thu, 26 Feb 2004 12:02:11 -0600 (CST) 

From: Bob Roehrig <broehrig@aurora.edu> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: 6X5 rectifiers 

Message-ID: <Pine.OSF.4.58.0402261201110 .472512@mail.aurora.edu> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


On Thu, 26 Feb 2004, John K9UWA wrote: 


> Zenith... saved a lot of money by using them .... no 5 volt winding... 
> must have saved them at least 25 cents per transformer... 


I wonder if it would have been cheaper to add the 5 volt winding and use a 
Single 5Y3 - save the cost of one tube & socket. 


Bob Roehrig 
Aurora University Telecom/IS dept. 
broehrig@aurora.edu 73 de K9EUI 
630-844-4898 fax 630-844-4222 


From: W7QHO@aol.com 

Message-ID: <dd.45d5944.2d6£9841@aol.com> 

Date: Thu, 26 Feb 2004 13:43:13 EST 

Subject: Re: Regrinding crystals 

To: Old Tube Radios <boatanchors@theporch.com> 

MIME-Version: 1.0 

Content-Type: multipart/alternative; boundary="part1_dd.45d5944.2d6f£9841_boundary" 


--part1_dd.45d5944 .2d6£9841_boundary 
Content-Type: text/plain; charset="IS0-8859-1" 
Content-Transfer-Encoding: quoted-printable 


In a message dated 2/26/04 7:50:00 AM, mikhael@brown.org writes: 


> I seem to remember a while back that there was someone who 

> would grind crystals to a higher frequency.=A0 Does anyone 

> Know who is currently doing that?=A0 I have a bunch of FT-171 
> holder crystals in the 2 to 3 MHz range I would like to move 
> into the 80 meter band.=A0 I would like to have them 

> professionally done. 

>=20 


Mike, 


Last place that would do this to my knowledge was old CW Crystals who=20 


disappeared from the scene 10 years ago or more. Not too hard to move th= 
e old=20 

pressure mounts a few KC (see ER #59, March 1994) but hundreds/thousands a=20 
different matter. Check inside your 171 holders. I've found some (later?= 
) units=20 


have been modified internally to hold the FT-243 size electrodes and xtal=20 


wafer. Easy substitution if you have 243s in the range you want. Might b= 
e=20 

possible to hide a complete FT-243 inside an FT-171 shell too, but I haven't= 
tried=20 


this. Ditto a modern sealed, plated electrode unit, but one could run into= 
=20 

trouble with this substitution with certain older osc. circuits that draw hi= 
gh=20 

crystal currents (tri-tet for ex.). 

I've got a bunch of 171s too. Please let me know if you find a regrinder. 
Good luck. 


Dennis D. W7QHO 
Glendale, CA 


--part1_dd.45d5944.2d6£9841_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KR KK KKK KK KKK KK KKK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED--- 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KK KR KK KK KK KK KR KK KKK KK KKK KKK KK 


+ + + FF FF OF 
+ + + FF FF 


--part1_dd.45d5944.2d6£9841_boundary- - 


Message-ID: <001301c3fc9a$cdaf80a0$94F02144@Denroom> 
From: "B. Smith" <smithab11@comcast.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Regrinding Xtals 
Date: Thu, 26 Feb 2004 14:00:29 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Dennis D. W7QHO 
said: "Might be 
possible to hide a complete FT-243 inside an FT-171 shell too, .. ." 


I have been through this drill with the FT-243 and other holders you might 
want to check some of the info on my web page at: 
http: //solo11.abac.com/zorroab1/HC6%20pg%201.htm 


73 Breck K4CHE 
Dover Delaware, annt nutter here but chickens, a NASCAR track, and hams 
that can't solder. 


Message-ID: <001£01c3fc9c$8d853180$8ee47443@KB6NAX> 
From: "Arden Allen" <gumbear@pacbell.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Peterson Crystal 
Date: Thu, 26 Feb 2004 11:12:57 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


> Thanks to those that responded re: Petersen Crystal in Iowa. 
> Ordered a crystal last Friday...received it today! 
> Good, fast service. 


Bob; A Google search turned up nothing about Petersen Crystals. Do you 
have the contact info? TNX. 


Arden Allen 
KB6NAX 


Message-ID: <002501c3fc9d$51407670$8ee47443@KB6NAX> 
From: "Arden Allen" <gumbear@pacbell.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: 6X5 rectifiers 
Date: Thu, 26 Feb 2004 11:18:25 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


John; 


> Can't stand this bit on the 6X5 rectifier toobs .. the best thing they 
could 

> have done with any 6X5 is to never make the tube to start with!... 

> Default when they quit?... Shorted plate to Cathode.... completely frys 
> the power transformer in about 15 seconds... 


Righto! ‘Specially when someone builds a radio with no damn fuse to protect 
the pwr tranny. No fuse? Add one! 


Do the math: Power transformer replacement (if lucky) @ $90 - fuse @ $1 = 
$89 savings. 


Arden Allen 
KB6NAX 


From: wb3fau@att.net 
To: Old Tube Radios <boatanchors@theporch.com> 
Cc: "Arden Allen" <gumbear@pacbell.net>, 
Old Tube Radios <boatanchors@theporch. com> 
Subject: Re: 6X5 rectifiers 
Date: Thu, 26 Feb 2004 19:27:07 +0000 
Message-Id: <0Q22620041927 .5991.3b21@att.net> 


thanks for info guys- will put fuse in radio! Russ. 
> John; 
> 


Vv 


> Can't stand this bit on the 6X5 rectifier toobs .. the best thing they 
could 

> have done with any 6X5 is to never make the tube to start with!... 

> Default when they quit?... Shorted plate to Cathode.... completely frys 
> the power transformer in about 15 seconds... 


Righto! ‘Specially when someone builds a radio with no damn fuse to protect 
the pwr tranny. No fuse? Add one! 


Do the math: Power transformer replacement (if lucky) @ $90 - fuse @ $1 = 
$89 savings. 


Arden Allen 
KB6NAX 


VV VV VV VV VV VV VV WV 


Message-ID: <403E491B.4010300@mindspring.com> 
Date: Thu, 26 Feb 2004 14:29:31 -0500 

From: Garey Barrell <k4oah@mindspring.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Peterson Crystal 


Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Arden - 


I think they are known as "PR Crystals". Petersen Radio. 
Council Bluffs, IA? 


I don't think they do internet! ! 

73, Garey - K40AH 

Atlanta 

Arden Allen wrote: 

>>Thanks to those that responded re: Petersen Crystal in Iowa. 


>>Oxrdered a crystal last Friday...received it today! 
>>Good, fast service. 


Bob; A Google search turned up nothing about Petersen Crystals. Do you 
have the contact info? TNX. 


Arden Allen 
KB6NAX 


VVVNVMVVV VV WV 


Message-ID: <403E4A17 .8070600@mindspring. com> 

Date: Thu, 26 Feb 2004 14:33:43 -0500 

From: Garey Barrell <k4oah@mindspring.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Peterson Crystal 

Content-Type: text/plain; charset=us-ascii; format=flowed 
Content-Transfer-Encoding: 7bit 


Arden - 

I found my card! 

(712) 323-7539 
Petersen Radio Company 


2735 Avenue "A" 
Council Bluffs, IA 51501 


Hours of operation are Monday thru Thursday, 8 am - 3 pm. 


73, Garey - K40AH 
Atlanta 


Arden Allen wrote: 
>>Thanks to those that responded re: Petersen Crystal in Iowa. 


>>Oxrdered a crystal last Friday...received it today! 
>>Good, fast service. 


Bob; A Google search turned up nothing about Petersen Crystals. Do you 
have the contact info? TNX. 


Arden Allen 
KB6NAX 


VV VV VV VV V 


From: W7QHO@aol.com 

Message-ID: <1leb.19ed11c4.2d6fac9d@aol. com> 
Date: Thu, 26 Feb 2004 15:10:05 EST 

Subject: Re: Regrinding Xtals 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: multipart/alternative; 
boundary="part1_t1eb.19ed11c4.2d6fac9d_boundary" 


--part1_1eb.19ed11c4.2d6fac9d_boundary 
Content-Type: text/plain; charset="IS0-8859-1" 
Content-Transfer-Encoding: quoted-printable 


In a message dated 2/26/04 11:01:41 AM, smithab11@comcast.net writes: 


> have been through this drill with the FT-243 and other holders you might 
> want to check some of the info on=A0 my web page at: 

> http://solo11.abac.com/zorroab1/HC6%20pg%201.htm 

>=20 


Breck, 


Delicate operation. The FT-171 holder is massive, though, so mounting an=20 


HC-6, inside would not require dismounting the xtal from the original holder= 
=20 

Not sure about shoehorning an FT-243 into a 171. Will have to give it a tr= 

y=20 

sometime. 


Dennis D. W7QHO 
Glendale, CA 


--part1_1eb.19ed11c4.2d6fac9d_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KR KK KKK KK KKK KK KKK KKK KKK 
---REMAINDER OF MESSAGE TRUNCATED-- - 
This post contains a forbidden message format 
(such as an attached file, a v-card, HTML formatting) 
Mail Lists at theporch.com only accept PLAIN TEXT 
If your postings display this message your mail program 
is not set to send PLAIN TEXT ONLY and needs adjusting 
KKK KK KK KR KK KK KK KK KK KK KKK KKK KK 


+t + + + + OF 
+t + + HF 


--part1_1eb.19ed11c4.2d6fac9d_boundary - - 


From: "John K9UWA" <k9uwa@arrl.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Date: Thu, 26 Feb 2004 15:17:14 -0500 
MIME-Version: 1.0 

Subject: Re: 6X5 rectifiers 

Message-ID: <403EQDFA.13154.994354@localhost> 
Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 
Content-description: Mail message body 


Righto! ‘Specially when someone builds a radio with no damn fuse to protect the 
pwr tranny. No fuse? Add one! 


Do the math: Power transformer replacement (if lucky) @ $90 - fuse @ $1 = 
$89 savings. 


Arden Allen 
KB6NAX 


VV VV VV VV 


If you do the Fuse Bit... it has to be an accurate fuse in the highvoltage 
winding only... in the line won't get it... toob will take tranny before the 
fuse blows ... or the fuse will be so low it will blow on turn on ... something 


like equipment fuse in the HV winding will work... still doesn't solve the 


tranny working over its designed limits... see other post of how to solve 
those problems. 

Trust Me ... I build these things for a living ... about 200 of them per 
year.. 


John k9uwa /w4 snowbixrd 

John Goller, K9UWA & Jean Goller, N9OPXF 
Antique Radio Restorations 
k9uwa@arrl.net 

Visit our Web Site at: 

http://www. JohnJeanAntiqueRadio.com 
4836 Ranch Road 

Leo, IN 46765 

USA 

1-260-637-6426 


Message-Id: <3.0.3.32.20040226154611.027545f0@pop-server.nc.rr.com> 
Date: Thu, 26 Feb 2004 15:46:11 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: john <johnmb@nc.rr.com> 

Subject: Re: 6X5 rectifiers 

Mime-Version: 1.0 

Content-Type: multipart/mixed; x-avg-checked=avg-ok-79941EEC; 
boundary="=======2C9A620=======" 


Content-Type: text/plain; x-avg-checked=avg-ok-79941EEC; charset=us-ascii 
Content-Transfer-Encoding: 8bit 


Amen! 


Rat shack sells a 4-slot fuse (3AG size) that's easily snipped apart, 
and is just the right size to tuck onto an existing screw somewhere 
under the chassis. Cheap insurance! 

John K5MO 


At 11:18 AM 2/26/04 -0800, Arden Allen wrote: 

> 

>John; 

> 

>> Can't stand this bit on the 6X5 rectifier toobs .. the best thing they 
>could 

>> have done with any 6X5 is to never make the tube to start with!... 

>> Default when they quit?... Shorted plate to Cathode.... completely frys 
>> the power transformer in about 15 seconds... 

> 


>Righto! ‘Specially when someone builds a radio with no damn fuse to protect 
>the pwr tranny. No fuse? Add one! 

> 

>Do the math: Power transformer replacement (if lucky) @ $90 - fuse @ $1 = 
>$89 savings. 

> 

>Arden Allen 

>KB6NAX 

> 

> 

> 

> 

ae 

> 

>Checked by AVG anti-virus system (http://www.grisoft.com). 

>Version: 6.0.580 / Virus Database: 367 - Release Date: 2/6/04 


Content-Type: text/plain; charset=us-ascii; x-avg=cert; x-avg-checked=avg- 
ok-79941EEC 
Content-Disposition: inline 


Checked by AVG anti-virus system (http://www. grisoft.com). 
Version: 6.0.580 / Virus Database: 367 - Release Date: 2/6/04 


Message-ID: <000501c3£cc2$3d2cb160$6501a8cO@radio> 
From: "Bob Kemp" <bkemp@bobkemp.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: 6KD6 Tubes wanted 
Date: Thu, 26 Feb 2004 17:42:46 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso0-8859-1" 
Content-Transfer-Encoding: 7bit 


Looking for a pair of RCA 6KD6 tubes. 
Bob. 


To: Old Tube Radios <boatanchors@theporch.com> 
Cc: boatanchors@theporch.com 


Date: Thu, 26 Feb 2004 17:50:56 -0600 

Subject: Re: 6X5 rectifiers 

Message-ID: <20040226.175854.1040.1.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: JOHN M IVERSON <jackiv@juno.com> 


Correct, BUT it would have had one tube less in the tube count. 


see Midwest in those days.jack. 


On Thu, 26 Feb 2004 12:02:11 -0600 (CST) Bob Roehrig 
<broehrig@aurora.edu> writes: 


On Thu, 26 Feb 2004, John K9UWA wrote: 
> Zenith... saved a lot of money by using them .... no 5 volt 
Winding... 


> must have saved them at least 25 cents per transformer... 


I wonder if it would have been cheaper to add the 5 volt winding and 
use a 
single 5Y3 - save the cost of one tube & socket. 


Bob Roehrig 
Aurora University Telecom/IS dept. 
broehrig@aurora.edu 73 de K9EUI 
630-844-4898 fax 630-844-4222 


VV VV V VV VV VV VV VV VV VV 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: boatanchors@theporch.com 

Date: Thu, 26 Feb 2004 18:06:31 -0600 

Subject: Re: 6X5 rectifiers 

Message-ID: <20040226.180632.1040.3.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: JOHN M IVERSON <jackiv@juno.com> 


LETS SEE, NOT ONLY THE 6X5 but 6X4, 5AR4, 5W4, AND ON AND ON WITH THE 
INDIRECTLY HEATED CATHODES?? some had cathodes connected to the heater 
but many did not, i refer you to the many, many tv damper diodes. 


flame away. 


jack... 


On Thu, 26 Feb 2004 11:18:25 -0800 "Arden Allen" <gumbear@pacbell.net> 
writes: 


VV VV VV VV VV VV VV VV VV VV VV VV WV 


John; 


> Can't stand this bit on the 6X5 rectifier toobs .. the best thing 
they 

could 

> have done with any 6X5 is to never make the tube to start 

with!... 

> Default when they quit?... Shorted plate to Cathode.... completely 
frys 

> the power transformer in about 15 seconds... 


Righto! ‘Specially when someone builds a radio with no damn fuse to 
protect 
the pwr tranny. No fuse? Add one! 


Do the math: Power transformer replacement (if lucky) @ $90 - fuse 
@ $1 = 
$89 savings. 


Arden Allen 
KB6NAX 


End of BOATANCHORS Digest 3610 
KKKKKKKKKKKKKKKKKEKKKKEKKEKEKEKEKR KKK 


